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(POSITION TBD)
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Thinking Outside the Concrete BoxTM
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INTERNAL SUMP SERIES  
INLET PIPE ENTRY

W/ INTERNAL BYPASS

INLET PIPE 
BY CONTRACTOR

(SIDE/LOCATION VARIES)

4'-0" TYP

SECTION A-A
NOT TO SCALE

3" MULCH LAYER PROVIDED BY STORMTREE

OUTLET PIPE CONNECTED TO OVERFLOW PIPE BY "WYE" FITTING 
DIRECTION PER DRAINAGE/GRADING PLAN
INV. ELEV. TBD 
(PROVIDED BY THE CONTRACTOR)

OVERFLOW/BYPASS PVC PIPE W/ ATRIUM GRATE
(DIA TBD Ø6" OR Ø8" TYP)
(PROVIDED BY THE CONTRACTOR)
 

PERFORATED PVC UNDERDRAIN PIPE
4" OR 6" DIA; DIRECTION TBD
SHOWN HERE FOR CLARITY 

(PROVIDED BY THE CONTRACTOR)

 SEPARATOR MESH PROVIDED BY STORMTREE 
1/4" - 3/4" WASHED ANGULAR STONE
TO EXTEND 24" BEYOND ALL OPEN SIDEWALLS;
TO EXTEND TO THE DEPTH OF THE EXCAVATION
(PROVIDED BY THE CONTRACTOR)

DEPTH OF EXCAVATION
MIN 12" BELOW BASE OF STRUCTURE

SUMP

TOP OF STORMTREE STRUCTURE

DECIDUOUS TREE PROVIDED BY 
OR APPROVED BY STORMTREE

OPEN BOTTOM

INLET PIPE
ELEV (TBD)

ADA COMPLIANT FIBERGLASS SUPPORT/GRATE 
(DIMS TBD)

PROVIDED BY STORMTREE

STORMTREE FILTER MEDIA LAYER MIN 24" DEPTH;
WIDTH TO EXTEND 24" BEYOND ALL OPEN SIDEWALLS
PROVIDED BY STORMTREE

COUPLING/TRANSITION
MAY BE REQUIRED

(PROVIDED BY THE CONTRACTOR)

NOT A CONSTRUCTION DETAIL

RIM

DEPTH TBD 
MIN 34"

TOP OF PIPE

MEDIA LAYER TO EXTEND 24"
 BEYOND ALL OPEN SIDEWALLS

(SEE NOTE)

24"

DRAIN OUT 
HOLES

CORING/COUPLER
(TBD)

TOP OF BAFFLE WALL

CONTACT STORMTREE FOR SIZING

X

Y

16" (TYP) CLOSED PORTION OF SIDEWALL
BACKFILL AND COMPACT AS REQUIRED

NOTE: IF WA ECOLOGY TAPE/GULD 
APPROVAL IS REQUIRED TO CONFIRM 
POLLUTANT REMOVAL VALUES, MEDIA IS TO 
EXTEND 24" BEYOND THE OPEN SIDEWALLS. 


